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Abstract A generalization of the original peridynamic framework for solid mechanics is proposed. This generalization permits the response of a material at a point
to depend collectively on the deformation of all bonds connected to the point.
This extends the types of material response that can be reproduced by peridynamic
theory to include an explicit dependence on such collectively determined quantities
as volume change or shear angle. To accomplish this generalization, a mathematical
object called a deformation state is defined, a function that maps any bond onto its
image under the deformation. A similar object called a force state is defined, which
contains the forces within bonds of all lengths and orientation. The relation between
the deformation state and force state is the constitutive model for the material. In
addition to providing a more general capability for reproducing material response,
the new framework provides a means to incorporate a constitutive model from the
conventional theory of solid mechanics directly into a peridynamic model. It also
allows the condition of plastic incompressibility to be enforced in a peridynamic
material model for permanent deformation analogous to conventional plasticity
theory.
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Fracture · Plastic flow
Mathematics Subject Classifications (2000) 74A05 · 74A20

S. A. Silling (B)
Multiscale Dynamic Material Modeling Department,
Sandia National Laboratories,
Albuquerque, New Mexico, USA
e-mail: sasilli@sandia.gov
M. Epton · O. Weckner · J. Xu · E. Askari
Math Group, The Boeing Company, Bellevue, Washington, USA
This article is a U.S. government work, and is not subject to copyright in the United States.

152

S.A. Silling et al.

1 Introduction
An alternative formulation for continuum mechanics, called the peridynamic model
[1], was proposed several years ago. This model offered the ability to apply its basic
equations directly on a surface of discontinuity, such as a crack. This is in contrast
to the classical theory, in which the partial differential equations fail to be applicable
directly on such a singularity. Because of its nonlocal nature and its similarity to
molecular dynamics, the peridynamic model also provides a natural setting in which
to model long-range forces, such as van der Waals forces, that are important in
nanoscale applications [2].
The original form of the peridynamic model, which for purposes of this paper will
be called the bond-based theory, uses a two-particle force function f to describe the
interaction between material particles:



ρ(x)ü(x, t) =
f u(x , t) − u(x, t), x − x dVx + b(x, t),
(1)
Hx

where Hx is a neighborhood of x, u is the displacement vector field, b is a prescribed
body force density field, ρ is mass density in the reference configuration, and f is a
pairwise force function whose value is the force vector (per unit volume squared)
that the particle x exerts on the particle x. In the following discussion, the relative
position of these two particles in the reference configuration will be denoted by ξ and
their relative displacement by η:
ξ = x − x,

η = u(x , t) − u(x, t).

(2)

Using these definitions, η + ξ represents the current relative position vector between
the particles. The vector ξ is called a bond. The physical nature of the interaction
between x and x need not be specified. The concept of a bond that extends over a
finite distance is a fundamental difference between the peridynamic theory and the
classical theory, which is based on the idea of contact forces (interactions between
particles that are in direct contact with each other). Certain restrictions on f arise
from basic mechanical considerations [1]:
f(−η, −ξ ) = −f(η, ξ ),

(ξ + η) × f(η, ξ ) = 0

∀η, ξ .

(3)

It is convenient to assume that for a given material, there is a positive number δ,
called the horizon, such that
|ξ | > δ

=⇒

f(η, ξ ) = 0

∀η.

(4)

For the remainder of this discussion, Hx will denote the spherical neighborhood of x
with radius δ.
The bond-based peridynamic model is similar to models proposed by Kunin [3]
and by Rogula [4] in the investigation of continuum properties of crystals based
on interatomic interactions. Recent theoretical work on the peridynamic model
includes the study of discontinuities and other mathematical aspects of deformations
in one-dimensional constitutively linear bodies [5, 6]. Application of the method
to martensitic phase transformations has demonstrated that it determines, without
the use of a supplemental kinetic relation, the dependence of phase boundary
velocity on the conditions near the phase boundary [7]. Practical applications include
damage and failure in reinforced concrete under quasi-static loading [8, 9, 10], and
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impact against brittle structures [11]. The method has also been applied to analysis
of damage in a composite laminate under impact loading [12], and to failure of
brazed joints [13]. The effect of long-range forces on the deformation and failure
of nanofiber membranes was investigated in [14]. Numerical techniques for solving
the peridynamic equations include the EMU code [15, 16], as well as alternative
quadrature techniques and solution methods [9, 10, 17].
The present paper deals with a generalization of the bond-based theory just
described. In the bond-based theory, the pairwise force function f contains all the
constitutive information about the material. At least three difficulties occur with this
approach:
•

•

•

In many cases it is an oversimplification to assume that any pair of particles
interacts only through a central potential that is totally independent of all other
local conditions. For example, this assumption results (for an isotropic, linear,
microelastic material) in an effective Poisson ratio of 1/4.
Because historically in continuum mechanics the constitutive behavior of a
material has been described in terms of a stress tensor, the requirement to
completely recast a material model in terms of a pairwise force function becomes
a practical barrier to use of the peridynamic approach.
Although plasticity can be included in the bond-based theory by permitting permanent deformation of individual bonds, this results in permanent deformation
of a material undergoing a volumetric strain (without shear). While this feature
could be appropriate for modeling a porous material, it is inconsistent with
plastic incompressibility in metals, i.e., the experimental observation that only
shear deformations can involve plastic response.

The first of these issues can be addressed by introducing rotational degrees of
freedom into a bond-based peridynamic model [10]. This allows materials with a
Poisson ratio other than 1/4 to be represented. However, although this is a big
improvement over the original theory, it is not clear that this enhancement can
successfully address the second and third issues.
The methods described in the present paper attempt to address all these issues
by rewriting the material-dependent part of the peridynamic model, introducing a
mathematical object called a force state that is in some ways similar to the traditional
stress tensor of classical continuum mechanics. It is shown that by using this concept,
the basic peridynamic theory can be generalized to include materials with any
Poisson ratio. Also, because of the similarity to stress tensors, it is possible to apply
constitutive models in the classical theory more or less directly in the peridynamic
theory. This generalized version of the peridynamic theory to be described in the
remainder of this paper will be called the state-based theory, as opposed to the bondbased theory already described.
Sections 2, 3, and 4 of this paper provide some mathematical preliminaries on
peridynamic states. Section 5 defines a notion of differentiation of functions of states.
Dependence of states on position in a body is considered in Section 6, which sets the
stage for the equation of motion in the state based theory in Section 7. Some general
features of peridynamic constitutive modeling are discussed in Section 8. Mathematical conditions for isotropy and objectivity are introduced in Section 9, and Sections 10
and 11 discuss elastic material models. In Section 12 the idea of correspondence is
introduced, which defines what it means to require a peridynamic material model to
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agree with a given classical material model for a given deformation. In Sections 13,
14, and 15, separation of peridynamic material models into dilatational and deviatoric
responses is discussed, allowing linear fluid and solid elastic models to be defined. A
way of modeling elastic-plastic response is discussed in Section 16, using an idea of a
yield surface analogous to the classical theory, and allowing the condition of plastic
incompressibility to be enforced. An example of a material in which the strain energy
depends explicitly on changes of relative angle between peridynamic bods is given in
Section 17. Section 18 derives a general procedure for incorporating a material model
from the classical theory into the peridynamic framework.

2 States
Let δ be a positive number, and let H be a spherical neighborhood of radius δ
centered at the origin in R3 . Let Lm denote the set of all tensors of order m (thus
L0 = R).
Definition 2.1 A state of order m is a function A· : H → Lm .
Thus, the image of a vector ξ ∈ H under the state A is a tensor of order m, written
Aξ . The set of all states of order m is denoted Am . Angle brackets are used to
indicate the vector on which a state operates.
The majority of states to be considered in this paper fall into either of two
categories, so abbreviated notations will be introduced for these:
•
•

A state of order 1 is called a vector state. The set of all vector states is denoted V ,
thus V = A1 . Vector states and other states of order m ≥ 1 are usually written in
uppercase bold font with an underscore, e.g., A.
A state of order 0 is called a scalar state. The set of all scalar states is denoted S ,
thus S = A0 . Scalar states are usually written as lower case, non-bold font with
an underscore, e.g., a.

If components are used in a Cartesian coordinate system, an order m state has m
components that are written as Ai1 i2 ...im . The vectors in H on which a state operates
are written in angle brackets · to distinguish them from other quantities that the
state itself may depend on.
Definition 2.2 Let A ∈ Am and B ∈ Am . The sum of the states A and B is a state in
Am defined by
(A + B)ξ  = Aξ  + Bξ 

∀ξ ∈ H.

(5)

The difference A − B is also defined in the obvious way.
Definition 2.3 Let A ∈ Am and V ∈ V . The composition of states A and V is a state
in Am defined by
(A ◦ V)ξ  = AVξ 

∀ξ ∈ H.

(6)
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Definition 2.4 The point product of two states A ∈ Am+ p and B ∈ A p is a state in Am
defined by
(AB)i1 ...im ξ  = Ai1 ...im j1 ... jp ξ B j1 ... jp ξ 

∀ξ ∈ H.

(7)

Similarly,
(BA)i1 ,...,im ξ  = B j1 ,..., jp ξ A j1 ,..., jp ,i1 ,...,im ξ 

∀ξ ∈ H.

(8)

Note that summation occurs over all the innermost indices. If either or both of the
states is a scalar state, then the point product is commutative: Ab = b A. The point
product is also commutative if m = 0, i.e., if the two states are of the same order.
Definition 2.5 The reference position vector state X ∈ V and the identity scalar state
1 ∈ S are defined by

1 if ξ = 0
∀ξ .
(9)
Xξ  = ξ , 1ξ  =
0 if ξ = 0
The null vector state 0 ∈ V and null scalar state 0 ∈ S are also defined in the obvious
way,
0ξ  = 0,

0ξ  = 0

∀ξ .

Definition 2.6 The dot product of two states A and B is defined by

A•B=
(AB)ξ  dVξ .
H

(10)

(11)

(The integrand is a point product, defined above.) If A and B are of the same order,
or if either of them is a scalar state, then A • B = B • A.
Definition 2.7 If A ∈ Am , then the magnitude state of A is the scalar state defined by
|A|ξ  =


(AA)ξ 

∀ξ ∈ H.

(12)

(For any ξ , the point product under the radical sign is a non-negative scalar.)
Definition 2.8 If N is a state, and if |N| = 1, then N is a unit state.
Definition 2.9 The norm of a state A is a scalar defined by

A = A•A

(13)

Definition 2.10 Define the direction of a state A ∈ Am to be the state Dir A ∈ Am
given by

0
if |A|ξ  = 0,
(Dir A)ξ  =
(14)
∀ξ ∈ H.
Aξ /|A|ξ  otherwise
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3 Vector States and Tensors
It is readily verified that for any order m, Am is a real Euclidean linear space [18]
with a scalar product supplied by the dot product defined in (11). This is in spite of
the fact that the dependence of a state on the operand ξ may be nonlinear.
The concept of a vector state is similar to that of a second order tensor in that they
both map vectors into vectors, but with three important differences:
•
•
•

A state is not in general a linear function of ξ .
A state is not in general a continuous function of ξ .
The real Euclidean space V is infinite-dimensional, while the real Euclidean
space L2 (the set of second order tensors) has dimension 9.

These differences are illustrated schematically in Fig. 1. From the above list, it is clear
that vector states are more general than second order tensors, and that second order
tensors are in some sense a special case of vector states. To make this idea more
precise, the following tools called “expansion” and “reduction” are now introduced
to translate between the two concepts.
Definition 3.1 Given a second order tensor W, let E (W) ∈ V be the vector state
expanded from W, defined by

E (W)ξ  = Wξ

∀ξ .

(15)

Definition 3.2 Let a scalar state ω ∈ S be given. Suppose that ω is nonnegative on
H. Suppose further that there is a subregion with nonzero volume H ⊂ H such that
ω is strictly positive on H . Then ω is called an influence function. If ω is an influence

Fig. 1 A symmetric second order tensor maps a sphere into an ellipsoid, while a state maps it into a
more complex and possibly discontinuous surface
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function and ωξ  depends only on the scalar |ξ |, then ω is said to be spherical, and
we write ωξ  = ωs |ξ |.
Let the dyadic product of two vectors a and b be denoted C = a ⊗ b. (In rectangular
coordinates, Cij = ai b j.)
Definition 3.3 Let an influence function ω ∈ S be given. For any two vector states
A ∈ V and B ∈ V , let A ∗ B be the second order tensor defined by

A∗B=

H

ωξ Aξ  ⊗ Bξ  dVξ .

(16)

The tensor A ∗ B is called the tensor product of A and B.

Definition 3.4 Let an influence function ω ∈ S be given. Define the shape tensor
K by
K=X∗X

(17)

where X ∈ V is defined in (9). Note that K is symmetric.
Lemma 3.1 Let an influence function ω ∈ S be given. Then K defined in (17) is
positive definite.
Proof Since K is symmetric, it has three real eigenvalues, not necessarily distinct. Let
λ be an eigenvalue of K, and let a be a unit eigenvector associated with λ. Then



ωξ ξ ⊗ ξ dVξ a
H


ωξ  (a · ξ )2 dVξ ≥
ωξ  (a · ξ )2 dVξ > 0
=


λ = a · Ka = a ·

H

H

(18)

in which the last step follows from the definition of ω. (Recall that ω ≥ 0 on H and
ω > 0 on H ⊂ H.) Therefore, all the eigenvalues of K are positive, so the tensor is
positive definite.


Definition 3.5 Let an influence function ω ∈ S be given, and let A ∈ V be a vector
state. Define a second order tensor R{A} by

R{A} = (A ∗ X)K−1 .

(19)

R{A} is called the tensor reduced from A. (The existence of K−1 follows from the
lemma above.)
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Example Let Z be a given tensor, and let Z be the vector state expanded from Z,
i.e., Z = E {Z}. Using the component forms of (15), (16), and (19), R{Z} is computed
as follows:
−1
Rij{Z} = (Z ∗ X)ik Kkj


−1
=
ωξ (Z ip ξ p )ξk dVξ Kkj
H


−1
= Z ip
ωξ ξ p ξk dVξ Kkj

H

−1
= Z ip K pk Kkj

= Z ip δ pj
= Z ij.

(20)

This example demonstrates that for any second order tensor Z, R{E {Z}} = Z.
4 Orthogonal Vector States
This section concerns vector states whose action is to rigidly rotate vectors ξ ∈ H
about some axis, through some angle. Let O+ denote the set of proper orthogonal
second order tensors.
Definition 4.1 For any Q ∈ O+ , let Q = E (Q). Such a Q is called a proper orthogonal
vector state. The set of all proper othogonal vector states is denoted Q. Note that
Q ⊂ V . Also, for any Q ∈ O+ , let QT = E (QT ), the transpose of Q. It is immediate
that Q ∈ Q if and only if QT ∈ Q.
The transpose of a proper orthogonal vector state, QT , inherits the following
properties from QT :
QT ξ  · ζ = ξ · Qζ 
QT ◦ Q = Q ◦ QT = X

∀ξ , ζ ∈ H;

(21)

∀Q ∈ Q.

(22)

5 Derivatives of Functions of States
The subject of this section is functions of states. Such a function may be scalar-valued
or tensor-valued. The quantity that such a function depends on will be written in
parentheses, e.g., (B).
Definition 5.1 Let  be a function of a state, (·) : Am → Ln . Suppose there exists
a state-valued function denoted ∇ ∈ Am+n such that for any A ∈ Am and any
A ∈ Am ,
(A + A) = (A) + ∇(A) • A + o( A ).
Then  is said to be differentiable and ∇ is called the Frechet derivative of .

(23)
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The most common situation for present purposes is that  is a scalar-valued function
of a vector state. In this case ∇, if it exists, is a vector state. However, in Section 18,
it will be necessary to consider the Frechet derivative of a second-order tensor-valued
function of a vector state; such a derivative is a state of order 3.
Example Let (A) = 3A • A for all A ∈ V . Then
(A + A) = 3(A + A) • (A + A)
= 3A • A + 6A • A + o( A ),

(24)

hence ∇(A) = 6A. Thus, ∇ is a vector state.
Notation such as ∂/∂A will be used to denote a Frechet derivative of a function
with respect to some quantity that is contained explicitly within its argument, for
example, if we are considering (b A), then ∂/∂A is defined by
(b (A + A)) = (b A) +

∂
(b A) • A + o( A ).
∂A

(25)

Frechet derivatives have many of the same properties as the more familiar gradients
in finite dimensional vector spaces. For future reference, some elementary properties
of Frechet derivatives are recorded below, in which A ∈ V , b ∈ S , and Q ∈ Q:
∂
(b A) = b ∇(b A),
∂A
∂
(Q ◦ A) = QT ◦ ∇(Q ◦ A),
∂A
∂
(A ◦ Q) = ∇(A ◦ Q) ◦ QT .
∂A

(26)

6 State Fields
A state field is a state-valued function of position x (in the reference configuration)
and time t. The location and time at which particular values of a state field are to be
evaluated are shown in square brackets: A[x, t] and B[x, t].
A position- and time-dependent vector state-valued function  of a state A would
be written as [x, t](A). Finally, the value of such a field operating on a particular
vector ξ would be
v = [x, t](A)ξ 

(27)

but fortunately this full notation is not often necessary.

7 State Based Peridynamic Theory
In the state based theory, the equation of motion (1) is replaced by the following:

(28)
ρ(x)ü(x, t) =
T[x, t]x − x − T[x , t]x − x  dVx + b(x, t),
Hx
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where Hx is a spherical neighborhood of radius δ centered at x, and where T is the
force vector state field. (How T is determined is the subject of Sections 8–18.) It will
be assumed that T is Riemann integrable, and that the integral in (28) converges
uniformly. To make the notation more concise, (28) will be abbreviated as

Tx − x − T x − x  dVx + b,
(29)
ρ ü =
Hx

where
T = T[x , t].

T = T[x, t],

(30)

To ensure consistency with basic physical principles, it will be required that T
satisfy balance of linear momentum for any bounded body B :


ρ ü(x, t) dVx =
b(x, t) dVx
∀t ≥ 0.
(31)
B

B

The following proposition asserts that this requirement is automatically satisfied
regardless of how T is determined.
Proposition 7.1 Let B be a bounded body subjected to a body force density field b.
Let T be the force vector state field on B , and let (28) hold on B for all t ≥ 0. Then (31)
holds, i.e., balance of linear momentum is satisfied.
Proof For any t, using (29),

 
(ρ ü − b) dVx =
B

B

Hx

Tx − x − T x − x  dVx dVx .

(32)

Since Tx − x = 0 whenever x ∈
/ Hx , the limits of integration on the inner integral
may be changed from Hx to B . In the second term of the integrand, the dummy
variables may be relabeled x ↔ x . Also, the order of integration in the second term
may be exchanged, leading to
 

Tx − x − Tx − x dVx dVx
(ρ ü − b) dVx =
B

B

B

=0

(33)



so (31) holds.
Similarly, balance of angular momentum in a bounded body B is required:

y(x, t) × (ρ ü(x, t) − b(x, t)) dVx = 0
∀t ≥ 0,
B

(34)

where
y(x, t) = x + u(x, t)

∀t ≥ 0, x ∈ B .

(35)

However, unlike the balance of linear momentum, (34) may or may not be satisfied
for a particular T field. The first proposition in Section 8 contains a restriction on T
that ensures that the balance of angular momentum is satisfied.
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8 Constitutive Models
Definition 8.1 Let Y be the deformation vector state field defined by
Y[x, t]ξ  = y(x + ξ , t) − y(x, t)

∀x ∈ B , ξ ∈ H, t ≥ 0;

(36)

thus Yx − x is the image of the bond x − x under the deformation. Define the
reference position scalar state field x and the deformation scalar state field y by
x = |X|,

y = |Y|.

(37)

(See Fig. 2.)
The following assumption will apply to the remainder of this discussion:
Yξ  = 0

if and only if

ξ = 0,

(38)

which means that two distinct particles never occupy the same point as the deformation progresses.
A constitutive model in the state based theory is a relation that provides values for
the force vector state field in terms of the deformation vector state field and possibly
other variables as well. The general form of a constitutive model will be written as
T = T̂(Y, ).

(39)

where T̂ : V → V is bounded and Riemann-integrable on H, and where denotes
all variables other than the current deformation vector state that T may depend on
for some particular material.

Fig. 2 Reference
and deformed vector
states
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Definition 8.2 If, for a given material, T depends only on Y, then the material is
called simple, and we write
T = T̂(Y)

(40)

for some function T̂ : V → V .
For present purposes, it will be assumed that all materials are simple. (An exception
is discussed in Section 16, which deals with plastic deformation, and therefore
inherently involves the history of deformation as well as the current deformation.)
Proposition 8.1 Suppose a constitutive model of the form (39) is such that

Yξ  × Tξ  dVξ = 0
∀Y ∈ V .
H

(41)

Then the balance of angular momentum (34) holds for any deformation of a body B
with this constitutive model.
Proof Suppose (41) holds. Consider any deformation of B . Then, using (29) and (36),


y × (ρ ü − b) dVx = (x + u) × (ρ ü − b) dVx
B

B

 
=

B

B

B

B

 
=



(x + u) × Tx − x − T x − x  dVx dVx
(x + u) × Tx − x dVx dVx

 

−

B

 
=

B

B

B

(x + u) × Tx − x dVx dVx

 

−

B

(x + u) × T x − x  dVx dVx

B

(x + u ) × Tx − x dVx dVx

 
=−

B

B

 
=−




(x + u ) − (x + u) × Tx − x dVx dVx

(y − y) × Tx − x dVx dVx

B

B

B

H

 
=−

Yξ  × Tξ  dVξ dVx = 0,

(42)

so (34) holds. A change of variables x ↔ x is used in the fourth step above. The
change in order of integration that appears in the fifth step is permitted under the
previously stated assumption that such integrals converge uniformly.


The proposition just proved means that if the force state for each individual x in the
body contains no net moment, then the body as a whole obeys the balance of angular
momentum globally. This represents progress, because it reduces (34), which would
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be unwieldy if we had to prove that it holds for every possible deformation of a body,
to a much more manageable condition on the constitutive model.
Definition 8.3 Let the deformed direction vector state M be the unit state valued
function defined by
∀Y ∈ V ,

M(Y) = Dir Y

(43)

thus M(Y)x − x is a unit vector that points from the deformed position of x toward
the deformed position of x .
Definition 8.4 If a material has the property that for any deformation there exists a
scalar state t such that
T = t M,

(44)

then the material is called ordinary, and t is called the scalar force state field.
Otherwise the material is called non-ordinary. (Schematics of ordinary and nonordinary material models are shown in Fig. 3.)
In an ordinary material, (44) implies
(Dir T)ξ  = (Dir Y)ξ 

whenever tξ  = 0.

(45)

Proposition 8.2 Let B be a body composed of an ordinary material and subjected to
a body force density field b. Let T be the force vector state field in B . Then (34) holds,
i.e., balance of angular momentum is satisfied.

Fig. 3 Schematics of bond based, ordinary, and non-ordinary material response. All three of these
satisfy balance of linear momentum, and the first two always satisfy balance of angular momentum
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Proof Using (14) and (43), taking the vector cross product of Y with T leads to
Yξ  × Tξ  = Yξ  × tξ Mξ 


Yξ 
=0
= Yξ  × tξ 
|Y|ξ 

(46)

provided ξ = 0. It is also true that Y0 × T0 because of the assumption (38). So,
the requirement of Proposition 8.1 is satisfied, and therefore (34) holds.


The fact that ordinary materials satisfy balance angular momentum is also evident
geometrically because in such materials, pairs of particles apply force vectors to each
other that are opposite in direction, equal in magnitude, and parallel to their relative
deformed position. Note that the above proposition assumes nothing about what t
depends on; only the direction is important.
Example Consider a material for which there exists a scalar-valued function f (·, ·) :
R3 × R3 → R such that f (−η, −ξ ) = f (η, ξ ) for all η and all ξ . Then define an
ordinary material by
t[x, t]x − x =

1
f (u − u, x − x)
2

∀x ∈ B , x ∈ Hx , t ≥ 0.

(47)

In this case, the equation of motion (28) is equivalent to (1), demonstrating that the
bond-based theory is a special case of the state-based theory.
As noted above, ordinariness is a sufficient condition for the balance of linear
and angular momenta to be satisfied. In a non-ordinary material, balance of angular
momentum is not automatically satisfied, and this provides a restriction on the form
of T. Yet this requirement can sometimes be met with appropriate constitutive
models, and non-ordinary materials can be reasonable and interesting. An example
of a non-ordinary material is given in Section 17.
If a material is ordinary, we can write
t = t̂(Y).

(48)

for some function t̂ : V → S .
Definition 8.5 If an ordinary material has the property that there exists a scalar statevalued function τ : S → S such that
t̂(Y) = τ (|Y|)

∀Y ∈ V ,

(49)

then the material is called mobile and τ is called the mobile force function.
Mobility of a material does not imply that the bonds act independently of each
other, i.e., that the material is bond-based. It means that the magnitudes of the forces
in T depend on the deformed bond lengths but not on rotation of the bonds. In a
mobile material, it is entirely possible that a change in length in bond ξ affects the
force in another bond ζ .
By definition, mobility assumes ordinariness. But in general, ordinariness does
not imply mobility. (Ordinariness is a condition on the direction of the forces, while
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mobility is a condition on what these forces can depend on.) However, it will be
shown in Section 11 that ordinariness in an elastic material (to be defined later) does
imply mobility.

9 Isotropy and Objectivity
Material isotropy means that there is no special direction in the reference configuration with respect to material response. In an isotropic material, rotation of the body
prior to applying a deformation leaves the resulting force vector state unchanged,
motivating the following definition.
Definition 9.1 A material is isotropic if
T̂(Y ◦ Q) = T̂(Y) ◦ Q

∀Y ∈ V , ∀Q ∈ Q.

(50)

Before going further, it will be helpful to establish the following intermediate results.
Lemma 9.1 For any Y ∈ V and Q ∈ Q,
(1)
M(Y ◦ Q) = M(Y) ◦ Q

(51)

M(Q ◦ Y) = Q ◦ M(Y).

(52)

and (2)

Proof By (6), (14), and (43),
M(Y ◦ Q)ξ  =

(Y ◦ Q)ξ 
|(Y ◦ Q)ξ |

=

YQξ 
|YQξ |

= (M(Y) ◦ Q)ξ ,

(53)



proving (1). (2) follows similarly.
Proposition 9.1 An ordinary material is isotropic if and only if
t̂(Y ◦ Q) = t̂(Y) ◦ Q

∀Y ∈ V , ∀Q ∈ Q.

(54)

Proof Suppose a given ordinary material is isotropic. Then for any Y ∈ V , any Q ∈
Q, and any ξ ∈ H, (6), (44) and (50) imply
M(Y ◦ Q)t̂(Y ◦ Q) = (M(Y)t̂(Y)) ◦ Q = (M(Y) ◦ Q)(t̂(Y) ◦ Q).

(55)

But by Lemma 9.1, the right hand side of this may be rewritten as
(M(Y) ◦ Q)(t̂(Y) ◦ Q) = M(Y ◦ Q)(t̂(Y) ◦ Q).

(56)

Comparing the left hand side of (55) with the right hand side of (56) establishes (54).
Reversing the steps proves the converse.


To motivate the requirement for a constitutive model to be objective, consider
two experiments: (1) deform a body, rotate it, then evaluate the force state; and (2)
deform the body, evaluate the force state, then rotate force state. The requirement
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for objectivity is that the force vector state from resulting from these two experiments
be equal, so objectivity is defined as follows:
Definition 9.2 A material is objective if
∀Y ∈ V , ∀Q ∈ Q.

T̂(Q ◦ Y) = Q ◦ T̂(Y)

(57)

Proposition 9.2 An ordinary material is objective if and only if
t̂(Q ◦ Y) = t̂(Y)

∀Y ∈ V , ∀Q ∈ Q.

(58)

Proof Suppose a given ordinary material is objective. From (2) of Lemma 9, (57)
and (44), it follows that for any Y ∈ V and Q ∈ Q,
M(Q ◦ Y)t̂(Q ◦ Y) = Q ◦ (M(Y)t̂(Y)) = M(Q ◦ Y)t̂(Y)
which implies (58). Reversing the steps proves the converse.

(59)



Proposition 9.3 If a material is ordinary and mobile, then it is objective.
Proof Suppose a material is ordinary and mobile. Then by (49) and the fact that Q
leaves vector lengths unchanged,
t̂(Y) = τ (|Y|) = τ (|Q ◦ Y|) = t̂(Q ◦ Y)

∀Y ∈ V , Q ∈ Q.

(60)



so (58) is satisfied.

The converse of this statement is not true, that is, objectivity in an ordinary material
does not imply mobility. A counterexample to this converse is a material in which
t̂(Y)ξ  = Yξ  · Y−ξ , which is objective but not mobile (because the force depends
on angle changes rather than just length changes).

10 Elastic Materials
Definition 10.1 A material is elastic if there exists a differentiable scalar valued
function W(·) : V → R such that
T = T̂(Y) = ∇W(Y)

∀Y ∈ V .

(61)

If it exists, W is called the strain energy density function for the material. (See (23)
for the meaning of the symbol ∇.)
It will now be demonstrated that elastic materials in the present theory have
properties similar to those of elastic materials in the classical theory in regard to
energy balance. For a body B composed of an elastic material subjected to a body
force density field b, at any time t, define

 t

1

K(t) =
ρ u̇ · u̇ dV, U(t) =
b · u̇ dV dt ,
(t) =
W dV,
(62)
2 B
0
B
B
representing total kinetic energy, total external work, and total strain energy
respectively.
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Proposition 10.1 Suppose a bounded body composed of an elastic material is subjected to a body force density field b, and K(0) = U(0) = (0) = 0. Then
U(t) =

(t) + K(t)

∀t ≥ 0.

(63)

Proof In a body (not necessarily elastic) subjected to a body force density field b,
take the vector dot product of both sides of (29) with u̇ and integrate over the body
to obtain

 
Tx − x − T x − x  · u̇ dVx dVx
(ρ ü − b) · u̇ dVx =
(64)
B

B

Hx

where the following abbreviations are used:
T = T[x , t],

T = T[x, t],

u = u(x, t),

u = u(x , t).

(65)

Noting that Tx − x = 0 whenever x ∈
/ Hx , it follows from (64) that
 
 

(ρ ü − b) · u̇ dVx =
Tx − x · u̇ dVx dVx −
T x − x  · u̇ dVx dVx
B

B

B

B

B

 
=

Tx − x · u̇ dVx dVx −

 

=−

B

B

B

B

 
=−


=−

B

B

B

B

B

 

Tx − x · u̇ dVx dVx

Tx − x · (u̇ − u̇) dVx dVx
Tξ  · Ẏξ  dVξ dVx

T • ẎdVx .

(66)

where (36) has been used in the second to last step. The result (66) holds for any
constitutive model. To specialize it to an elastic material, combine it with (61) to
obtain



Ẇ dVx .
(ρ ü − b) · u̇ dVx = − ∇W • Ẏ dVx = −
(67)
B

B

B

Since ∂(u̇ · u̇)/∂t = 2ü · u̇, the conclusion from (67) is that
U̇ = ˙ + K̇.
Integrating the three quantities in (68) over time proves the result (63).

(68)



Proposition 10.1 is the familiar statement that work done on an elastic body
through external forces is partitioned into kinetic energy and strain energy. It further
shows that in an elastic body, the strain energy density defined in (61) represents the
appropriate physics concept of stored energy density, as opposed to being merely an
abstract mathematical entity. Finally, it also shows that in a quasi-static deformation,
i.e., K ≡ 0, then the external work is recoverable by reversing the deformation.
Using the properties of Frechet derivatives in (26), along with (50), (57), and (61),
the following results are immediate:
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Proposition 10.2 An elastic material is isotropic if and only if
∀Y ∈ V , ∀Q ∈ Q,

W(Y ◦ Q) = W(Y)

(69)

Proposition 10.3 An elastic material is objective if and only if
∀Y ∈ V , ∀Q ∈ Q.

W(Q ◦ Y) = W(Y)

(70)

11 Ordinary Elastic Materials
Proposition 11.1 If a material is ordinary and elastic, then:
(1) It is mobile.
(2) There exists a scalar-valued function w : S → R such that
W(Y) = w(y)

y = |Y|,

∀Y ∈ V .

(71)

(3) For this w,
τ (y) = ∇w(y)

∀Y ∈ V .

(72)

Proof Suppose a given material is ordinary and elastic. Then from (44) and (61),
∇W(Y) = Mt,

M = M(Y),

t = t̂(Y),

(73)

where
Y = My.

(74)

Consider an increment in the deformation state Y, and let
Y + Y = (M + M)(y + y).

(75)

From the definition of the Frechet derivative (23), (73), and (74), and dropping
second order terms,
W = ∇W • (My)
= (Mt) • (yM + My)
= (Mt) • (yM) + (Mt) • (My)
= t • y.

(76)

The simplification in the last step results from the properties of unit states,
Mξ  · Mξ  = 0,

Mξ  · Mξ  = 1,

∀ξ ∈ H.

(77)

Moreover, if W is regarded as a function of the two states M and y separately, it
follows that
W =

∂W
∂W
• M +
• y.
∂M
∂y

(78)
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Since the last expression in (76) must equal the right hand side of (78) for all choices
of M and y, the conclusion is that
∂W
= 0,
∂M

t=

∂W
∂y

(79)

from which (1), (2), and (3) all follow immediately.




It was shown near the end of Section 9 that mobility (with or without elasticity)
implies objectivity. This, together with Proposition 11.1, proves the following:
Corollary 11.1 If a material is ordinary and elastic, then it is objective.
It is not true that mobility implies isotropy, with or without elasticity. A counterexample is any mobile material in which τ ξ  depends explicitly on the orientation of ξ
with respect to some coordinate frame.

12 Correspondence
In practice, one may encounter a situation in which an elastic material model from
the classical theory is given, and it is desired to specify a state based peridynamic
constitutive model that results in the same physical properties in those situations in
which a meaningful comparison between the two can be made. To make this more
precise, the following definition will be introduced:
Definition 12.1 Let L+ be the set of all second order tensors with positive determinant. Let F ∈ L+ denote the deformation gradient tensor. Consider a function
(·) : L+ → R that maps any F to the corresponding strain energy density in the
classical (local) theory of elasticity. Suppose there is a peridynamic strain energy
density function W(·) : V → R such that for some choice of F ∈ L+ ,
Yξ  = Fξ

∀ξ ∈ H

=⇒

W(Y) =

(F).

(80)

Then the peridynamic constitutive model corresponds to the classical constitutive
model at F.
If a peridynamic material corresponds to a classical material, this means the two are
“the same” for purposes of homogeneous deformations of a homogeneous body with
deformation gradient F. Yet correspondence says or assumes nothing about what
happens in all other deformations and all other bodies. However, in Section 18, a
much stronger connection will be made between a peridynamic and a classical model,
in which an approximate value of F is evaluated for any Y (using the idea of reduction
to a tensor). Then this approximate F is used directly in the classical model
to
evaluate the force state T.
The primary use of the idea of correspondence is in the calibration of peridynamic
material models, i.e., the evaluation of parameters in a model so that it gives the same
results as the classical model for a given homogeneous deformation. Examples of this
calibration process appear in the following sections.
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13 Decomposition of States
In this section, a means of separating a deformation state into parts representing
the net volume change, and the remainder after separating out the volume change,
will be described. This paves the way for independently representing material
dependence on volume changes and shears, a concept that is well established in the
classical theory. It also permits a notion of plastic incompressibility to be introduced.
In this section, the material is assumed to be ordinary and mobile. ω is an influence
function (see Definition 3.2).
Definition 13.1 Define the extension scalar state e ∈ S by
e = y − x,

y = |Y|,

x = |X|.

(81)

Note that in general, e = |Y − X|. The value of any eξ  is the change in length of the
bond ξ due to deformation.
Definition 13.2 The weighted volume m is the scalar defined by
m = (ωx) • x.

(82)

Definition 13.3 Define a scalar-valued function called the dilatation θ̂ : S → R by
θ̂( e ) =

3
(ωx) • e
m

∀e ∈ S .

(83)

For a small deformation, θ = θ̂(e) is a measure of the volumetric strain. To see this,
suppose there is an isotropic deformation of the form Y = (1 + ε0 )X for all x, where
ε0 is a constant scalar, |ε0 | << 1. Then (83) implies θ = 3ε0 , which is the same as
would be obtained by evaluating the trace of the linearized strain tensor ij in the
classical theory. It is well known that this kk geometrically represents the volumetric
strain for sufficiently small displacements.
For future reference, note that from (83) and the definition of Frechet
derivative (23),
∇ θ̂(e) =

3ωx
.
m

(84)

Definition 13.4 Define the isotropic part and the deviatoric part of e respectively by
ei =

θx
,
3

ed = e − ei ,

θ = θ̂(e).

∀t ∈ S .

(85)

Definition 13.5 Let the force scalar state be given by t = t̂(e). Define the peridynamic
pressure by
p=−

t•x
.
3

(86)

Definition 13.6 Define the co-isotropic part and the co-deviatoric part of t respectively by
ti =

−3 p
ωx,
m

td = t − ti ,

∀t ∈ S .

(87)
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Note that the isotropic part of e and the co-isotropic part of t contain an important
difference: the latter includes ω, while the former does not. This is intentional and
helpful, because it allows an influence function to be used to select what bonds within
a deformation state are to participate in determining the force state. For example,
suppose a void is present somewhere within the horizon of a point x (which is not
contained in the void). If ω is chosen so that it vanishes for all bonds ξ that connect x
to x located within the void, then the first of (87) shows that ti also vanishes for these
ξ . Similarly, if multiple materials are present within the horizon, ω can be chosen to
select one material or the other.
Now consider an incremental change to the deformation state Y that results in
the following increments:
e = |Y + Y| − |Y|,

ei =

θ x
,
3

θ =

3
(ωx) • e,
m

ed = e − ei .

(88)

(89)

The following lemma records some intermediate results that follow immediately
from (82–89).
Lemma 13.1 Let a deformation state Y and an increment Y be given. Then:
∇ θ̂ • ed = 0,

ti • ed = 0,

td • ei = 0.

(90)

Now assume that the material is elastic as well as ordinary and mobile. Making a
slight modification to the notation, let the strain energy density be given by W( e ).
Thus, from Proposition 11.1,
t = t̂(e) = ∇W(e).

(91)

 


W = ti + td • ei + ed .

(92)

From (23), (87), (89), and (91),

Expanding this and applying the second and third of (90) leads to
W = ti • ei + td • ed .

(93)

By virtue of the decomposition in (85), W may be regarded as a function of {ei , ed }
or, since ei depends on the deformation only through θ, as a function of {θ, ed }. Thus,
W =

∂W
∂W
• ei + d • ed .
∂ei
∂e

(94)

Comparing (93) with (94) establishes the following result:
Proposition 13.1 In an ordinary, elastic material,
ti =

∂W
,
∂ei

td =

∂W
.
∂ed

(95)
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Applying the chain rule,
∂ W ∂θ
∂W
=
.
∂ei
∂θ ∂ei

(96)

From the first of (90), θ is independent of ed . Therefore, from (84), the first of (87),
the first of (95), and (96),


3ωx ∂ W
−3 pωx
ti =
=
,
(97)
m
m
∂θ
thus establishing the following:
Proposition 13.2 In an ordinary, elastic material,
p=−

∂W
.
∂θ

(98)

For convenience, the key relations for an ordinary, elastic material with strain energy
density expressed as W(θ, ed ) are given here:
t = ti + td ,

ti =

−3 p
ωx,
m

p=−

∂W
,
∂θ

td =

∂W
.
∂ed

(99)

In the next three sections, materials in which ti depends only on θ and td depends
only on ed will be considered.

14 Linear Peridynamic Fluids
Definition 14.1 Suppose an ordinary, elastic peridynamic material model is given by
kθ 2
.
(100)
2
where k is a positive constant. Then the material is a linear peridynamic fluid.
W(θ, ed ) =

From (99), the scalar force state and the peridynamic pressure for a linear peridynamic fluid are given by
t=

3kθ
ωx,
m

p = −kθ.

(101)

For this material, (87) and (95) imply that ti = t and td = 0. Correspondence (see
Section 12) of a linear peridynamic fluid with a classical linear elastic fluid at any F
representing a small isotropic expansion implies that k is the usual bulk modulus.
Isotropy of this material model is closely connected with the nature of ω, as shown in
the following result.
Proposition 14.1 If ω is spherical (see Definition 3.2), then any linear peridynamic
fluid is isotropic.
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Proof Let a linear peridynamic fluid be given, with t supplied by (101). Let Q ∈ Q.
Consider an extension scalar state e. From (37, 83), the fact that Q leaves vector
lengths unchanged, and the assumption of spherical ω,

3
ω |ξ | |ξ | eQξ  dVξ
θ̂(e ◦ Q) =
m H s

3
ω |Qξ | |Qξ | eQξ  dVξ
=
m H s

3
ω |ζ | |ζ | eζ  dVζ
=
m H s
= θ̂(e).

(102)

Similarly, from this and (101), for any ξ ∈ H,
t̂(e ◦ Q)ξ  =
=

3kθ̂( e ◦ Q)
m

ωs |ξ | |ξ |

3kθ̂(e)
ωs |Qξ | |Qξ |
m

= t̂(e)Qξ 
= (t̂(e) ◦ Q)ξ .

(103)



So, the condition (54) is met, and the material is therefore isotropic.

15 Linear Peridynamic Solids
Definition 15.1 Suppose an ordinary, elastic peridynamic material is given by
W(θ, ed ) =

α
kθ 2
+ (ω ed ) • ed .
2
2

(104)

where k and α are positive constants, and where ω is an influence function. Then the
material is a linear peridynamic solid.
From (99), the force scalar state for a linear peridynamic solid is given by
t=

−3 p
ωx + αωed ,
m

p = −kθ.

(105)

The following result follows from Proposition 14.1, the decomposition (85), and the
definition of the composition of two states,
Proposition 15.1 If ω is spherical, then any linear peridynamic solid is isotropic.
It will be assumed in the remainder of this section that ω is spherical. As with the
linear peridynamic fluid, k is simply the bulk modulus. To relate α to the shear
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modulus μ in the classical theory, consider a small homogeneous deformation with
d
strain tensor ijd such that kk
= 0. The peridynamic material defined in (104) is
required to correspond to the classical isotropic material for this deformation. As
discussed in the paragraph following (85), θ equals the trace of the strain tensor for
small homogeneous deformations, hence θ = 0 in this case. Recall from elementary
kinematics that in a homogeneous deformation with deformation gradient tensor
√
Fij = δij + ui, j such that ui, jui, j << 1, the length change of a relative position vector
ξ is given by
|Fξ | − |ξ | = ijξi ξ j/|ξ |,

ij = (ui, j + u j,i )/2.

(106)

In the present context of peridynamic states, according to (81), this length change
is eξ . Therefore, under the present assumptions, writing out the second of (85)
explicitly in terms of ξ , the deviatoric extension state is given by
ed ξ  = ijd ξi ξ j/|ξ |.
Now use this to compute the peridynamic elastic energy density from (104):

α
ωξ (ed ξ )2 dVξ
W=
2 H

d
ijd ξi ξ j
ξk ξl
kl
α
dVξ
=
ωξ 
2 H
|ξ |
|ξ |

α
ωξ 
d
ξ ξ ξ ξ dVξ .
= ijd kl
2 i j k l
2
H |ξ |

(107)

(108)

To evaluate the integral explicitly, observe that since ω is by assumption spherical,
combinations of {i, j, k, l} that have an odd number of any index, such as {1, 1, 3, 2},
integrate to 0. So, the only cases that need to be considered are those in which i =
j = k = l or those that have two equal pairs that differ from the other pair, such as
i = k = 3, j = l = 1. It therefore suffices to evaluate the following, using the spherical
coordinate system ξ1 = r sin φ cos θ, ξ2 = r sin φ sin θ, ξ3 = r cos φ:

H

ωs |ξ | 4
ξ dVξ =
|ξ |2 3

where, by (82), m = 4π



δ

0
δ
0



2π
0


0

π

ωs r
m
(r cos φ)4 (r2 sin φ dφ dθ dr) =
2
r
5

(109)

ωs rr4 dr. Similarly,

H

m
ωs |ξ | 2 2
ξ3 ξ1 dVξ =
.
2
|ξ |
15

(110)

d
= 0,
Combining (108–110), and using kk

W=

αm d d
αm d d
  (δijδkl + δik δ jl + δil δ jk ) =
  .
30 ij kl
15 ij ij

(111)

It is now required that the isotropic linear peridynamic solid correspond to the
classical isotropic linear elastic solid for all deformations of this form, i.e., with no
dilatation. This requirement means that the last expression in (111) must agree with
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the well-known classical result for strain energy density,
shear modulus. Thus,
α=

= μijd ijd , where μ is the

15μ
.
m

(112)

Combining this result with (105) leads to an expression for the force state in a
peridynamic linear isotropic solid in which only the classical elastic moduli appear
as parameters:
t=

−3 p
15μ d
ωx +
ωe ,
m
m

p = −kθ.

(113)

The structure of the peridynamic constitutive model in (113) is evidently similar to
the classical model, σ = − p1 + 2μ d , p = −kθ.

16 Peridynamic Elastic-Plastic Materials
The aim of this section is to construct a constitutive model in the state based
peridynamic theory analogous to an elastic-plastic flow model in the classical theory.
This model will include the decoupling of plastic flow from volume changes and
pressure, an idealization called plastic incompressibility, which describes the permanent deformation of many metals and some other non-porous materials with good
accuracy. The strategy is to define a yield surface in S d , the space of co-deviatoric
force states:

S d = td ∈ S | td • x = 0 .

(114)

Observe that S d is a subspace of S . At this point, it is necessary to introduce a
modified definition of Frechet derivative ∇ d ψ (see Definition 5.1) appropriate for
functions on this subspace.
Definition 16.1 Let ψ : S d → R be a scalar-valued function on S d . Suppose there
exists a scalar state-valued function denoted ∇ d ψ : S d → S such that both of the
following hold:
(1) For any ad ∈ S d ,
θ̂(∇ d ψ(ad )) = 0.

(115)

(2) For any ad ∈ S d and any ad ∈ S d ,
ψ(ad + ad ) = ψ(ad ) + ∇ d ψ(ad ) • ad + o( ad ),

(116)

where θ̂ is defined in (83). Then ∇ d ψ is called the constrained Frechet derivative
of ψ on S d . (Note that in general ∇ d ψ ∈
/ S d .)
To compute ∇ d ψ, let ψ be a scalar-valued function S , differentiable in the (unconstrained) sense of Definition 5.1. Let
t•x
tˆd (t) = t −
ωx
m

∀t ∈ S .

(117)
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Now consider the quantity g = ∂ψ(td (t))/∂t [see (25) for the meaning of this notation;
it is not the same as ∇ψ(td (t))]. From (117), applying the chain rule leads to
g = ∇ψ −

∇ψ • (ωx)
x.
m

(118)

From (82, 83), and (118), it follows that θ̂(g) = 0. Also, for any ad ∈ S d , from (114)
and (118), we have g • ad = ∇ψ • ad = ψ. Thus, g meets the requirements of
Definition 16.1, and the following lemma is established:
Lemma 16.1 Let ψ : S → R be a differentiable nonnegative scalar-valued function of
a scalar state. Then the constrained Frechet derivative of ψ on S d exists and is given by
∇ d ψ = ∇ψ −

∇ψ • (ωx)
x.
m

(119)

Note that this lemma assumes that ψ is defined on (and is differentiable on) S ,
not just S d . This assumption is necessary because ∇ψ is involved. For a ψ that
is undefined on S − S d , some means other than (119) would need to be found
for evaluating ∇ d ψ. However, this is not a practical difficulty for purposes of the
following discussion.
The motivation for requiring (115) as the appropriate constraint on ∇ d ψ is found
in the third of (90), which states that co-deviatoric force states are orthogonal to
isotropic extension states. Thus, if one is seeking a state ∇ d ψ that is orthogonal to
S d , this required state is deviatoric, hence θ̂(∇ d ψ) = 0. Now the idea of a constrained
derivative will be used to construct elastic and plastic parts of an incremental
extension state.
Definition 16.2 Let ψ be a differentiable scalar-valued function on S such that
ψ(0) = 0. Let ψ0 > 0 be a fixed scalar. Define
Y = td ∈ S d | ψ(td ) = ψ0 .

(120)

Then Y is called a yield surface in S .
d

Since S d is an infinite-dimensional space, the peridynamic yield surface is a somewhat
more abstract object than a yield surface in the classical theory of plasticity; yet
the basic idea is the same (Fig. 4). Now a constitutive model for plasticity will be
proposed. The material to be described is not simple (see Definition 8.2) because it
inherently involves history dependence.
Definition 16.3 Let ψ be a differentiable scalar-valued function on S . Let ψ0 be a
fixed scalar, and let Y be the corresponding yield surface in S d . Define a constitutive
model for the rate ṫ expressed in terms of the rate ė as follows:
i

d

ṫ = ṫ + ṫ ,
i

ṫ =
d

ṫ = αωėde ,

3kθ̇
ωx,
m

(121)

θ̇ = θ̂ (ė),

ėde = ėd − ėdp ,

ėdp = λ∇ d ψ,

(122)
(123)
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Fig. 4 Schematic of a yield
surface for a peridynamic
plastic material. The
surface exists in an infinite
dimensional space


λ=

0
λp

if ψ(td ) < ψ0 or (ωėd ) • ∇ d ψ < 0
,
otherwise

λp =

(ωėd ) • ∇ d ψ
(ω∇ d ψ) • ∇ d ψ

(124)

(125)

where ∇ d ψ = ∇ d ψ(td ), and α is a positive constant that has the same meaning and
value as in (104). The material described by (121–125) is called the peridynamic
elastic-plastic solid.
To ensure that the denominator in (125) is nonzero, an additional assumption is
now made:
(ω∇ d ψ) • ∇ d ψ > 0.

(126)
d

In view of the third of (123), and thinking of αωėdp as the plastic part of ṫ ,
this assumption may be interpreted as a material stability requirement. In this
interpretation, the requirement is that the plastic work provided by an increment
in edp acting through the resulting increment in the force state is positive. This
is remarkably similar to the standard stability requirement due to Drucker in the
classical theory of plasticity [19]. A sufficient condition for (126) is that ω be strictly
positive on H. The scalar states ėde and ėdp are called the elastic and plastic parts of
the deviatoric extension rate, respectively. If ψ(td ) < ψ0 , then td is said to be inside
the yield surface Y; if ψ(td ) = ψ0 , then it is said to be on the yield surface.
Since the peridynamic elastic-plastic solid is defined in terms of rates, it is
necessary to include some initial condition, which for the sake of definiteness will
be assumed to be t = 0 at t = 0. To show that td cannot venture outside the yield
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d

surface, it is easily confirmed using (121–125) that if td is on Y, then ṫ • ∇ d ψ = 0.
From (116), this imples ψ̇ = 0.
All that remains is to confirm that the evolution of t implied by the definition of
the peridynamic elastic-plastic solid leaves the peridynamic pressure unchanged. To
confirm this, use (83, 86, 119, 121–125), and the identity x • (ωed ) = 0 to compute
i

ṗ = −

d

ṫ • x
(ṫ + ṫ ) • x
=−
3
3

= −kθ̇ − (x/3) • {αωėd − λω∇ d ψ}
= −kθ̇ + (λx/3) • {λω[∇ψ − (∇ψ • (ωx/m))x]}
= −kθ̇ + (λ/3){x • (ω∇ψ) − (∇ψ • (ωx/m))x • (ωx)}
= −kθ̇ + (λ/3){x • (ω∇ψ) − ∇ψ • (ωx)}
= −kθ̇.

(127)

The conclusion is that p depends only on θ and is unaffected by the plastic part of
the extension. Recall from (115) and the third of (123) that the plastic part of the
extension has no dilatation associated with it. These two observations show that the
material described by (121–125) exhibits plastic incompressibility, i.e., the pressuredilatation response is decoupled from the plastic response.
Example Suppose ψ(td ) = ||td ||2 /2 and ω ≡ 1. Then, for force states on the yield
surface ψ = ψ0 , (121–125) result in
ėdp =

d

ėd • td d
t ,
||td ||2

ṫ = α ėd −

(128)

ėd • td d
t ,
||td ||2

(129)

d

from which it is immediate that ṫ • td = 0, hence ∂||td ||/∂t = 0.

17 Example of a Nonordinary Material
Nonordinary materials are interesting because they represent a substantial break
with the classical theory of continuum mechanics. Recall from Definition 8.4 that
such materials have, for some ξ ∈ H, a force density vector Tξ  that is not parallel
to the deformed image of ξ . To demonstrate that such materials can have reasonable
properties, consider the force state given by
Tξ  =

Yξ  × H(Y)ξ 
|Yξ |2

∀ξ ∈ H

(130)

where H(·) : V → V is a vector state valued function such that
H−ξ  = −Hξ 

and

H(Y)ξ  · Yξ  = 0

∀ξ ∈ H.

(131)
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Fig. 5 Example of a non-ordinary material. Each pair of opposite bonds is connected by a rotational
spring that resists the two bonds’ relative rotation. The force couples ±Tξ  and ±T−ξ  are
determined by the constitutive model such that their sum produces zero moment, hence this model
satisfies balance of angular momentum

The interpretation of (130) is that each vector Hξ  represents minus the moment
that the force Tξ  exerts through the bond (Fig. 5). Suppose H depends only on the
relative angle change of the vectors ξ and −ξ under deformation, e.g.,
Hξ  = αMξ  × M−ξ 

∀ξ ∈ H,

(132)

where α is a constant. Then this material model can be thought of as a being
composed of rotational springs that resist changes in relative angle between vectors
ξ and −ξ . The requirement for balance of angular momentum (34) is satisfied for
this material because the sum of the moments through opposite bonds ξ and −ξ
vanishes. To see this combine (130) and (131), and use the “BAC-CAB” vector
identity, a × (b × c) = b(a · c) − c(a · b), to confirm that
Yξ ) × Tξ  + Y−ξ  × T−ξ  = 0.

∀ξ ∈ H.

(133)

Thus, (41) holds for this material, and therefore balance of angular momentum is
satisfied.

18 Adaptation of Classical Material Models
Suppose a hyperelastic material (in the sense of classical elasticity theory) has a given
strain energy density function (F), where F is the deformation gradient tensor. Can
this material model be applied in the state-based peridynamic framework?
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The deformation vector state Y represents a much more general way of describing
how a body deforms locally than the classical idea of a deformation gradient tensor
F. However, given Y, there is nothing to prevent us from deriving a corresponding
deformation gradient tensor, which will be called F̄, using reduction as defined
in (19):
F̄(Y) = R{Y} = (Y ∗ X)K−1 .

(134)

Then a peridynamic elastic material can be defined directly from the given classical
model:
W(Y) =

(F̄(Y)),

(135)

and the resulting force vector state can be evaluated from (61).
To carry this out, note that from (16, 17, 19), and (134), the Frechet derivative
of F̄ may be evaluated using components by considering an incremental change in
deformation state Y:

ωξ (yi ξ  + yi ξ )ξ p K−1
F̄ij(Y + Y) =
pj dVξ
H



= F̄ij(Y) +

H


= F̄ij(Y) +

H

ωξ yi ξ ξ p K−1
pj dVξ
ωξ yk ξ δik ξ p K−1
pj dVξ

= F̄ij(Y) + (δik ωK−1
pj x p ) • yk ,

(136)

hence, from (23),
∇ F̄ijk (Y) = δik ωK−1
pj x p ,

(137)

∇ F̄ijk (Y)ξ  = δik ωξ K−1
pj ξ p .

(138)

or equivalently,

(∇ F̄ is a slightly odd bird: a state of order 3.) Returning temporarily to the classical
theory, the Piola stress tensor σ is related to the strain energy density through the
tensor gradient,
σij(F̄) =

∂
(F̄).
∂ Fij

(139)

Now compute the incremental change in W due to an incremental change in Y, using
(137) and (139),
W =
=

∂
∂ F̄ij

 F̄ij

∂
∇ F̄ijk • yk
∂ Fij

= (σijδik ωK−1
pj x p ) • yk
= (σkjωK−1
pj x p ) • yk .

(140)
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Comparing (140) with (61) and recalling that K is symmetric leads to the conclusion
T i = σijωK−1
jp x p .

(141)

Equivalently, using (15),
Tξ  = ωξ σ K−1 ξ

or T = ωE {σ K−1 }.

(142)

Equations (134, 139), and (142) together form the peridynamic constitutive model
based on a classical constitutive model. There is one remaining step, which is to
confirm that the peridynamic model obeys the balance of angular momentum (see
Proposition 8.1). To confirm this, first recall the relation between σ and the Cauchy
stress tensor τ :
σ = Jτ F−T ,

J = det F.

(143)

Let ijk denote the alternator tensor components. Now calculate the net moment on
the force state T using (134, 142, 143), and the symmetry of τ and K:





Yξ  × Tξ  dVξ = ijk
y jξ  ωξ σkp K−1
ξ
dVξ
r
pr
H

i

H







−1
dVξ
y jξ  ωξ  Jτkq F −1
pq K pr ξr
H




−1
−1
= ijk Jτkq F pq K pr
ωξ y jξ ξr dVξ
= ijk

= ijk



Jτkq F −1
pq



K−1
pr



H

Fjs Ksr






K−1
= Jijk τkq F −1
pq Fjs
pr Ksr


= Jijk τkq F −1
pq Fjs δ ps
= Jijk τkq F −1
pq Fjp
= Jijk τkq δ jq
= Jijk τkj
=0

(144)

so (41) holds. This proves the perhaps suprising result that T obtained from (142)
satisfies the balance of angular momentum, and that this holds for any choice of ω
that satisfies the conditions in Definition 3.2, not just spherical functions.
This completes the process of applying a classical material model in the state based
peridynamic framework. The process is summarized as follows:
•
•

•

The approximate deformation gradient F̄ is determined by (134).
The corresponding Piola stress tensor σ is found from the constitutive model
(139), or from some other material model. (Equivalently, the Cauchy stress
tensor τ may be determined from a constitutive model and then converted to
σ using (143).)
The Piola stress tensor is converted to a force state T using (142).
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Recent computational results implementing the method just described have demonstrated good agreement between the peridynamic and conventional methods applied
to the stretching of an elastic-plastic bar in uniaxial stress [20].
Interfaces, free surfaces, and mixtures all may be treated in the same way using
suitable choices of the influence function ω. For example, if x is located near a free
boundary, ω would be chosen such that it vanishes at all points in the horizon that are
outside the body. Similarly, if x is near an interface between two materials denoted
(1) and (2), two separate influence functions ω(1) and ω(2) can be defined such that
each vanishes at points x + ξ outside its respective material. These two influence
functions, when applied to the deformation state Y using (134), result in separate
deformation gradient tensors for the two materials, F̄(1) and F̄(2) . These yield two
separate stress tensors σ (1) and σ (2) from the respective constitutive models. Finally,
the two force states corresponding to these stress tensors are combined to give

(1) 
(2)
T = ωE {σ K−1 }
+ ωE {σ K−1 } .

(145)

There is no assumption regarding smoothness or regularity of the interface other
than the rather weak conditions on the influence functions in Definition 3.2. So, in
principle, complex interfaces and mixtures could be modeled with this approach.
Finally, the framework outlined above provides a means to include damage in
a material model for the force state. One way of doing this is to define a scalar
state μ ∈ S that takes on a value of 1 or 0 to indicate undamaged or damaged
bonds, respectively, connecting x to x + ξ . The criterion for bond breakage is flexible.
One possible criterion is that μξ  changes irreversibly from 1 to 0 whenever the
corresponding bond extension eξ  exceeds some prescribed critical value e∗ as the
bond deforms over time. The influence function ω is chosen such that it excludes
damaged bonds, i.e.,
μξ  = 0 =⇒ ωξ  = 0.

(146)

This ensures that damaged bonds are excluded from the calculation of F̄ and that the
resulting force state T takes on a value of 0 at damaged bonds.

19 Summary
This paper has presented a generalization of the bond-based peridynamic theory
proposed in [1]. This generalization achieves several significant improvements in the
original theory:
•
•
•

•

It models materials with Poisson ratios other than 1/4, including fluids.
It allows constitutive models from the classical theory of elasticity to be incorporated directly within the peridynamic approach.
It incorporates features of material response, including damage evolution, that
involve collective behavior of all the points with which a given x interacts. This
is in contrast to the assumption in the original theory that interaction between
each pair of particles is independent of all the others.
It allows for plasticity and plastic incompressibility.
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It allows for force vectors within bonds that are not necessarily directed parallel
to the deformed bond direction.

These improvements do not diminish the major advantage of the original bond-based
theory, which is the ability to apply the fundamental equations directly on a surface
of discontinuity.
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